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			White Knight Pre-Filters

Protect pumps from wafer shards and harmful debris


		

	







	
		
			Overview

White Knight Catcher™ pre-filters protect components from debris. They feature larger through holes than other pre-filters to avoid loading filters with fine crystals while still filtering solids that could damage pumps. The filter can be removed and cleaned without disconnecting liquid lines. White Knight pumps damaged by passing solids while using Catchers™ are repaired under warranty.


		

	







	
		
			Pump Mounted


		

	



	
		
			Use between inlet port and fitting.
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			In-line with Pump


		

	



	
		
			Use directly before inlet fitting.
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			Features & Benefits


		

	


	Process-safe PTFE, PFA flow paths
	Safe, leak-free operation
	In-line and pump-mount options
	Large through-holes to avoid loading
	Remove, clean or replace filter without disconnecting pre-filter from pump or liquid line






	≤210°C with appropriate fittings;

FLR and NPT ≤100°C
	≤7 Bar (100 psi) fluid pressure
	Minimal parts for durable design
	Various liquid connection options
	Easy to install and service












Specification Sheet
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			Connections


		

	



	
		
			Use slider to see buttress vs machined connections.
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			Pump-Mounted Pre-Filters


		

	



	
		
			FD08-P-BX00
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			Compatible pumps:

PFA015, PFA030, PSA015,

PSA030, PSR025, PXA030


		

	






	
		
			FD12-P-BX00
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			Compatible pumps:

PFA060, PSA060,

PSR050, PXA060


		

	






	
		
			FD16-P-BX00
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			Compatible pumps:

PFA140, PS140, PXA140

FD16 available only as mounted with buttress.


		

	







	
		
			In-Line Pre-Filters


		

	



	
		
			In-line pre-filters are compatible with all White Knight pumps.


		

	



	
		
			FD12-S-BF12
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			FD12-S-BX00
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			FD12-S-MF12
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			FD08-S-MF08
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			Specifications


		

	



	
		
				Model	CV

	FD08-S-MF08	2.4

	FD08-S-MF08-021	2.0

	FD08-P-BX00	2.2

	FD08-P-BX00-021	2.0

	FD12-S-MF12	4.2

	FD12-S-MF12-021	4.2

	FD12-P-BX00	4.8

	FD12-P-BX00-021	4.8

	FD16-P-BX00	12.8



		

	






	
		
			Configuration


		

	



		
			
						
 FD08 – 1/2-in pre-filter (030)
FD12 – 3/4-in pre-filter (060)
FD16 – 1-in pre-filter (140)

 S – Standalone (in-line)
P – Product Mounted

 B – Buttress Connection
MF08 – Machined, 1/2 in. Flare Fittings
MF12 – Machined, 3/4 in. Flare Fittings
MN16 – Machined, 1 in. FNPT Fittings

 Choose Inlet Fitting
X00 – No Inlet Fitting
F08 – 1/2 in. Flaretek Inlet Fitting
F12 – 3/4 in. Flaretek Inlet Fitting
F16 – 1 in. Flaretek Inlet Fitting
F20 – 1-1/4 in. Flaretek Inlet Fitting
P06 – 3/8 in. Pillar S-300 Inlet Fitting
P08 – 1/2 in. Pillar S-300 Inlet Fitting
P12 – 3/4 in. Pillar S-300 Inlet Fitting
P16 – 1 in. Pillar S-300 Inlet Fitting
P20 – 1-1/4 in. Pillar S-300 Inlet Fitting
L08 – 1/2 in. PrimeLock Inlet Fitting
L12 – 3/4 in. PrimeLock Inlet Fitting
L16 – 1 in. PrimeLock Inlet Fitting
N08 – 1/2 in. FNPT Inlet Fitting
N12 – 3/4 in. FNPT Inlet Fitting
N16 – 1 in. FNPT Inlet Fitting
T08 – 1/2 in. Tube Out Inlet Fitting
T12 – 3/4 in. Tube Out Inlet Fitting
T16 – 1 in. Tube Out Inlet Fitting
T20 – 1-1/4 in. Tube Out Inlet Fitting
W12 – 3/4 in. Weldable Inlet Fitting
W16 – 1 in. Weldable Inlet Fitting


 Different Outlet Fittings

 Choose Outlet Fitting
X00 – No Outlet Fitting
F08 – 1/2 in. Flaretek Outlet Fitting
F12 – 3/4 in. Flaretek Outlet Fitting
F16 – 1 in. Flaretek Outlet Fitting
F20 – 1-1/4 in. Flaretek Outlet Fitting
P06 – 3/8 in. Pillar S-300 Outlet Fitting
P08 – 1/2 in. Pillar S-300 Outlet Fitting
P12 – 3/4 in. Pillar S-300 Outlet Fitting
P16 – 1 in. Pillar S-300 Outlet Fitting
P20 – 1-1/4 in. Pillar S-300 Outlet Fitting
L08 – 1/2 in. PrimeLock Outlet Fitting
L12 – 3/4 in. PrimeLock Outlet Fitting
L16 – 1 in. PrimeLock Outlet Fitting
N08 – 1/2 in. FNPT Outlet Fitting
N12 – 3/4 in. FNPT Outlet Fitting
N16 – 1 in. FNPT Outlet Fitting
T08 – 1/2 in. Tube Out Outlet Fitting
T12 – 3/4 in. Tube Out Outlet Fitting
T16 – 1 in. Tube Out Outlet Fitting
T20 – 1-1/4 in. Tube Out Outlet Fitting
W12 – 3/4 in. Weldable Outlet Fitting
W16 – 1 in. Weldable Outlet Fitting

 0.043-in Screen Orifice (Standard)
0.021-in Screen Orifice (Optional)




 Configuration:
      




*Optional Wrench: 12100-PV-0029. FD12-S-MN12 inlet and outlet are 1-in NPT. FD08-S-MF08 and FD12-S-MF12 include special nut. FD08-P-BX00, FD12-P-BX00, and FD16-P-BX00 pre-filters require a fitting to connect to pump or line. Blank options are not NPT nor any other standard. Pillar fittings require nut and ferrule and are NOT supplied by White Knight. Contact White Knight for copy exact code activation information.
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									About White Knight

White Knight manufactures high-purity fluid handling equipment for semiconductor, solar, LEDs, flat-panel displays and electronics industries. We ensure quality through controlled in-house engineering and manufacturing. We assemble, test and package high-purity products in a Class 100 cleanroom.

About White Knight

News & Events | Terms | Privacy


					Testing Programs

White Knight is committed to meet your complex fluid handling needs. Our pumps are thoroughly tested and perform reliably in the most demanding applications and in the harshest environments.

Our engineers are ready to set up your custom tests at our facilities, or you can order a demo unit to test in your own system.

Order a Demo Unit

Start a Custom Test


					Contact White Knight
White Knight Fluid Handling
187 East 670 South

Kamas, UT 84036

P: 435.783.6040

T: 888.796.2476

F: 435.783.6128

support@wkfluid.com

sales@wkfluid.com

Send large files (up to 2GB)

Hours: 8 AM - 5 PM, Monday-Friday
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Web Site












Complete form to enable Submit button.

Correct email to enable Submit button.
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We use cookies on our website to give you the most relevant experience by remembering your preferences and repeat visits. By clicking “Accept”, you consent to the use of ALL the cookies. Do not sell my personal information.

Cookie settingsACCEPT
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				Privacy Overview
				
					This website uses cookies to improve your experience while you navigate through the website. Out of these, the cookies that are categorized as necessary are stored on your browser as they are essential for the working of basic functionalities of the website. We also use third-party cookies that help us analyze and understand how you use this website. These cookies will be stored in your browser only with your consent. You also have the option to opt-out of these cookies. But opting out of some of these cookies may affect your browsing experience.
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